- Glass penetration issue.
- "Net frame width does not include sill pan.
- Sill pan extends 1/8" beyond each jamb.

For additional options and upgrades see drawings 3070-T-08 and 3070-T-09.

- Enclosed PX and XP doors may require pocket demo for panel removal.
- Exterior rated products have weep slots on horizontal sills.

Note: Centerlines are not divided equally; confirm centerlines when required.
MULTI-SLIDE DOOR DETAILS
PXX DOOR SHOWN

75/8" FRAME DEPTH

2 1/16"
2 7/8"
SERIES 3070-T

PXX DOOR SHOWN

EXTERIOR

MULTI-SLIDE SILL DETAIL

A3 ROLLERS

3.0 DIA

3.0 DIA

3.0 DIA

3.0 DIA

7 5/8" FRAME DEPTH

8 1/8" SILL PAN DEPTH IN POCKET

5 5/8"

SILL PAN HEIGHTS

3/4  1 1/2  2 1/8  1 7/8

(3 4.5 6 PSF)

(Approximate Water Pressure)
MULTI-SLIDE DOOR DETAILS
PXX DOOR SHOWN

Pocket Jamb

Pocket Depth

Frame Depth

To Sill

NFW

Pocket Width

Exterior
MULTI-SLIDE DOOR DETAILS
PXX DOOR SHOWN

2-PIECE POCKET INTERLOCKER

1/2 SCALE

TO SILL

FINISHED POCKET FACE

POCKET WIDTH

DAYLIGHT WIDTH (D.O.)

EXTERIOR
MULTI-SLIDE DOOR DETAILS
PXX DOOR SHOWN

INTERLOCKERS

2 1/2"
MULTI-SLIDE DOOR DETAILS
PXXIXXP DOOR SHOWN

MEETING STILES

9\frac{3}{8}"

ARCHETYPE LATCH WITH FLUSH PULL HANDLES

EXTERIOR