SERIES 3800-T--SERIES 3050
OPEN POCKET CONCEPT DRAWING

U:\Cadfiles_Admin_Products\3800-T\Concept_Dwgs

DATE: 11/17/15

SERIES 3800-T

CONCEPT TO ILLUSTRATE 3800-T SERIES USED
AS AN OPEN POCKET FOR MULTI-SLIDING DOORS

ERECTOR NOTE:
SOLID SHIMS AT
ANCHOR LOCATIONS
REQUIRED, (TYPICAL)
(NOT BY FLEETWOOD)

ERECTOR NOTE:
SIZE AND SPACING
OF FASTENERS
PER LOCAL CODE
(NOT BY FLEETWOOD)

ERECTOR NOTE:
SEAL FASTENER HEADS
WITH COMPATIBLE SEALANT
AS SHOWN, (TYPICAL)

ERECTOR NOTE:
CONTINUOUS SEALANT
WBACER ROD,
(TYPICAL)

OPEN POCKET (DETERMINED BY CUSTOMER
SUPPLIED DAYLIGHT OPENING )

NET FRAME WIDTH

ERECTOR NOTE:
BUMPER MUST BE HARD
MOUNTED TO PREVENT
OVER-TRAVEL OF PANEL
(NOT BY FLEETWOOD)

ERECTOR NOTE:
BEAM WIDTH MUST BE
4-1/2" X 2" MINIMUM TO
ACCOMMODATE 3800-T FRAME
AND EITHER 1 PIECE "L" OR "J-POST INTERLOCKERS

DAYLIGHT OPENING