SERIES 3800-T
CONCEPTUAL LAYOUT

INSTALLER NOTE:
SOLID SHIMS AT ANCHOR
LOCATIONS REQUIRED (TYPICAL)
(NOT BY FLEETWOOD)

INSTALLER NOTE:
SIZE AND SPACING OF FASTENERS
PER LOCAL CODE (TYPICAL)
(NOT BY FLEETWOOD)

INSTALLER NOTE:
SEAL FASTENER HEADS
WITH COMPATIBLE SEALANT
AS SHOWN. (TYPICAL)

DESCRIPTION
3000 STACKED OVER 3800
(BLOCK FRAME SHOWN)

- VERTICAL TDLS TO
  SUPPORT DEAD LOAD

- REQUIRES STRUCTURAL ENGINEER REVIEW

INSTALLER NOTE:
CONTINUOUS SEALANT
W/BACKER ROD (TYPICAL)

INSTALLER NOTE:
CONTINUOUS SEALANT
W/BACKER ROD (TYPICAL)

SET SILL PAN IN
FULL BED OF SEALANT

INSTALLER NOTE:
FLASHING UNDERNEATH
SILL PAN (NOT BY FLEETWOOD)

SILL PAN

APPLY CONTINUOUS BEAD OF
SEALANT ALONG BACK AND
SIDE LEGS. (BETWEEN SILL &
SILL PAN)

BREAK METAL
APPLY SEALANT
AT CORNER
(BETWEEN SILL &
BREAK METAL)
FULL LENGTH
OF BREAK METAL
SET BREAK METAL
IN FULL BED OF
SEALANT.