CASEMENT WINDOW DETAILS
1”, 1-1/4” and 1-3/4” Insulated Glazing Available as Shown

MULLION AND HARDWARE OPTIONS

- Glass penetration: 1/2”
- 3/32” vent flush tolerance in closed position.
- Exterior rated products have weep slots on horizontal sills.
CASEMENT WINDOW DETAILS
1" & 1-1/4" INSULATED GLAZING SHOWN

NAIL-FIN HEAD

NAIL-FIN SILL W/SILL PAN

EXTERIOR

5\frac{5}{16}\text{"}

\frac{1}{8}\text{"}

1\text{"}

2\frac{1}{4}\text{"

3\text{"

2\frac{9}{16}\text{"

1\frac{5}{16}\text{"

1\frac{5}{16}\text{"

2\frac{9}{16}\text{"}
CASEMENT WINDOW DETAILS
1-3/4” INSULATED GLAZING SHOWN

1A
BLOCK HEAD

2A
BLOCK SILL W/SILL PAN

EXTERIOR

Dimensions:
- 1/8
- 1
- 3
- 2 1/4
- 5/16

1 5/16
2 9/16
1 5/16
2 9/16
CASEMENT WINDOW DETAILS

1-1/4" INSULATED GLAZING SHOWN

NAIL-FIN JAMB

BUTT-HINGE REQ'D

WITH ROTO-OPERATOR

FLAT SCREEN

3"

1"

5 16"

2 1/4"

2 9/16"

EXTERIOR
CASEMENT WINDOW DETAILS
1-1/4” INSULATED GLAZING SHOWN

BLOCK JAMB
MULTIPOINT LATCH REQ’D
WITH ROTO–OPERATOR

FLAT SCREEN

1”

3”

2 1/4”

5 16”

2 9/16”

EXTERIOR
CASEMENT WINDOW DETAILS
1-1/4" INSULATED GLAZING SHOWN

EXTERIOR

SILL W/SILL PAN
FLAT SCREEN
REQ'D WITH
ROTO-GEAR

FLAT SCREEN

FOLDING ROTO-GEAR

5 16
5" 16
3" 16
3 13 16 (STATIONARY POSITION)
5 5 16 (OPERABLE POSITION)
CASEMENT WINDOW DETAILS
1-3/4” INSULATED GLAZING SHOWN

EXTERIOR

SILL W/SILL PAN
FLAT SCREEN
REQ’D WITH
ROTO-KNOB

FLAT SCREEN

ROTO-KNOB

5/16”

3”

5/16”

2 11/16”
CASEMENT WINDOW DETAILS
1-1/4" INSULATED GLAZING SHOWN

6
SILL W/SILL PAN
4-BAR HINGE REQ'D
WITH CAM HANDLE

HINGED SCREEN

EXTERIOR

4-BAR HINGE

5 5/16
CASEMENT WINDOW DETAILS
1-1/4" INSULATED GLAZING SHOWN

BLOCK JAMB
HINGED SCREEN REQ'D
WITH CAM HANDLE

HINGED SCREEN

CAM HANDLE

EXTERIOR
CASEMENT WINDOW DETAILS
1 & 1-1/4" INSULATED GLAZING SHOWN

CC
TDL BAR

4 3/4"

1 1/8"  1 1/8"

1/4"

EXTERIOR
CASEMENT WINDOW DETAILS
1 & 1-1/4” INSULATED GLAZING SHOWN

CO
TDL BAR

3\frac{1}{2}”
2\frac{3}{8}”
1\frac{1}{8}”

3/16”

EXTERIOR