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CONCEPT TO ELIMINATE SAG WHEN A SERIES 3800-T TRANSOM IS MOUNTED OVER
A LARGE DAYLIGHT OPENING SUCH AS A MULTI-SLIDE DOOR. THIS IS A CONCEPT
ONLY; INSTALLER RESPONSIBLE FOR DETERMINING TENSION BAR SIZES, QUANTITY,
LOCATIONS, WEATHERSEALING AND STRUCTURAL SUPPORT.

PLAN VIEW OF 3800-T MULLION
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ALL-THREAD TENSION BARS

o

EXTEND FROM TOP STRUCTURAL
MEMBER, THRU HOLLOWS IN
KONA MULLIONS, TO UNDERSIDE
OF MULTISLIDE HEAD.

STRUCTURAL MEMBER
(BY OTHERS)

INSTALLER RESPONSIBLE

FOR DETERMINING STRUCTURAL
REQUIREMENTS.

ERECTOR NOTE: —
SIZE AND SPACING OF
FASTENERS PER LOCAL CODE
(NOT BY FLEETWOOD)

ERECTOR NOTE: _/

/

N

SEAL FASTENER HEADS
WITH COMPATIBLE SEALANT
AS SHOWN. (TYPICAL)

EXTERIOR

INSTALLER NOTE: —

g7

INSTALLER RESPONSIBLE FOR
SEALING OF TENSION BARS THAT
PENETRATE SILL PAN.

(WARNING: MOVEMENT OF UNIT DUE
TO WIND OR TENSION ADJUSTMENT
MAY COMPROMISE SEALANT
AROUND TENSION BARS.

BACKING MATERIAL —
(WASHER, PLATE, ETC.)
MAYBE REQUIRED AT
TENSION BARS TO
PREVENT DAMAGE TO
THE HEAD EXTRUSION

INSTALLER NOTE: —
TENSION BARS, WASHERS AND
NUTS MUST NOT INTERFERE
WITH OPERATION OR INSTALLATION

g

ERECTOR NOTE:
CONTINUOUS SEALANT
W/BACKER ROD.
(TYPICAL)

ERECTOR NOTE:

SOLID SHIMS AT ANCHOR
LOCATIONS REQUIRED.(TYPICAL)
(NOT BY FLEETWOOD)

SILL PAN

APPLY CONTINUOUS BEAD OF
SEALANT ALONG BACK AND SIDE
LEGS.(BETWEEN SILL & SILL PAN)

3'. P e Ee)

OF DOOR. PLEASE PAY SPECIAL
ATTENTION TO AUTOMATED DOORS.

— STRUCTURAL MEMBER (BY OTHERS).
CALCULATIONS OF SILL, STRUCTURAL
MEMBER AND HEADER SHOULD
ASSUME THE 3 MEMBERS ARE

ADEQUATELY FASTENED TOGETHER
TO REPRESENT A SINGLE BEAM.
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